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1 HAND RAIL
Hand rail for Stair case & guard rail for balcony
using CHS /Circular Hollow section galvanized steel
tube) for .post.pole & other work price including 2
coats antirust paint & with all necessary
accessories.( material quality approved by the
engineer)
a). CHS diameter 50mm, thickness 2.0 mm Berga/Pes 10
b). CHS diameter 38mm, thickness 1.5 mm Berga/Pes 19
c). CHS diameter 22mm, thickness 1.25mm Berga/Pes 59
2 FLOORING WORK
2.1 3cm thick Granite window sill with 25cm width ml 6

3cm thick Granite for Tread and 2cm thick Riser
> 5 (color & material quality approved by the engineer).
"~ Note for Tread size of Granite (1.45mx0.34m-8pcs,
1.48x0.3-4m 2pcs and Riser (1.48mx0.14 2pcs)

Granite for Door Sill (size 90*25cm-10pcs and
2.3 150*%25cm-4pcs). ( color & material quality approved M2 4
by the engineer)
Ceramic tile Floor Finishing works (30x30x1.5cm) for
2.4 Toilet. (color & material quality approved by the M2 147
engineer)
Use 6 mm thick ceramic tiles for wall with cement
sand mortar (1:2) ratio to toilet,shawor and hand
wash basines & indicated surface ( M color &
material quality approved by the engineer)

3. BLOCK WORK

20 20 40cm thick hollow concrete block wall bedded
3.1in cement sand mortar 1:3 ratio (class of H.C.B M2 4.8
should be class"B")

4. Material Supply

Sand (1 Truck Sino-16m3) and material quality
approved by the engineer.

Gravel (Aggregate 00) and material quality
approved by the engineer.

M2 5.4

Made in
Ethiopia

2.5 M2 256

4.1 M2 32

M2 16

© 00N/ NV, HFAAD 282013 - 2026 Made with love in Mekelle



